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landfair™  

PRessuRe Balance
TuB & showeR

•  Cast brass spout & valve

•  Ceramic disc valve cartridge

•  Adjustable hot limit safety stop

•  Pressure balance cartridge maintains constant  
output temperature in response to changes in  
relative hot and cold supply pressures

•  Porcelain and metal handle buttons included

Codes and standards
Meets or Exceeds ASME A112.18.1/CSA B125.1/ASSE 1016

FINISHED WALL

BOTTOM OF
TUB

1/2" (13mm) I.P.S.

8"
(203mm) 

1/2" (13mm) NPT
18" (457mm) OPTIONAL

"SEE
ILLUSTRATION"

SHW

TUB

OPTIONAL TO
FINISHED
FLOOR 

USUALLY
BETWEEN
72'' & 84"

(1829 & 2133mm)

1-5/8" TO 3-1/4"
(41mm TO 83mm)

THREADED
INLETS (STOPS)

INLETS 5-1/2"
(140 mm)

1-3/4"
(44 mm)

OUTLETS 1/2" (13mm) NPT

5-7/8"
(149mm)

BOTTOM OF
SHOWER HEAD

74" FOR HEAD
CLEARANCE
(OPTIONAL)
(1880 mm)

TOP OF
TUB RIM

4" (102mm) 
MIN.

iMPortant: These measurements are subject to change or cancellation.  
No responsibility is assumed for use of superseded or voided pages.

desCriPtion ProduCt nuMber
Pressure Balance D35107640.XXX 
Tub & Shower Trim 
Tub/Shower Rough Valve D35000600.191 
 

available finishes finish Code
Polished Chrome 100 
Platinum Nickel 150 
Carbon Bronze 110 


